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PRODUCT BULTETTH K-SPRAY BULLETIN NO: J 5503
DRYWALL ACCESSORY CEILING TEXTURE DATE: 9/13/71
PRODUCTS PAGE: 1 of 2
APPROVALS :(7 PRODUCING PLANT CANCELS: 3 5503 i
%\.\ \/ SEATTLE DATE: 5/26/71
BULLETI DESCRIPTION % POUNDS GALIONS
442 Talc Westal 202 G, 54 250
441 Tale H-C 7.63 200
220 Limestone - Whiting 70,57 - 1850
446 Titanby Begeel (CH7ECT 4.58 S8
040 Asbestos 7Dl 3.81 100
245 Methoecel 65 HG 4000 .27 18
084 Casein .95 25
025 Ammonium Oxalate .19 5 .
026 Ammonium Pentaborate .25 6.50
506 Zine Oxide .09 2.25
216 Hydrated Lime .06 1.63
453 FMA 20SEP 04 1.00
282 Odor Mask - - 1 oz
‘324 Styrene Aggregate’ 1.72 45 90 cu,ft,
TOTAL 100,00 | 2621‘38iJ

MANUFACTURING INSTRUCTIONS:
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See Process Bulletin No. J-4.

Dry blend for & minimum of 12 minutes.
" Package 32 lbs minimum per bag.

Mark all tags U. S,

Patent No. 3,338,848,

GUALITY CONTROL:

TM-1B

TM=3A

Viscosity, cc per 100 gm to give 69
diameter patiy

Bond

185 to 210 ce

Fgqual to Standard
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